MINM Eatal 2006-14

Ealling Material

June 12, 2006 (Virginia)
Crushedl Stene Operation
Machine/Plant Operator;
391years old

14 - moenths mMINING| EXPERIEnce



Overview

Fhevictimrwas fiatally injured wWhlle starting te
repair a hydraulictling on al front-end loader that
Wasi parked outside ofi the shop. Hewas
Underneath the raised beom, Ieoseningla hydraulic
connection, Whenithe hoeon arms fiell, pinning him
against the frame.






Root Causes

A risk assessment to determine all possible
lazards and te estanlish safe Wolik procedures Was
not cenducted prier to; repaling a hydraulic line on
a front-end loader. No procedures wWere In place te
ensure that persens could safely perform
maintenance tasks en moekile eqguipment. The
faISed components off the firont-end leader were
not blecked 1o prevent hazardous motion.

Standarnds andf controls were Inadeduate and failed 1o
ensure that training| regarding maintenance on mobile
equipment Was provided to persens before perferming
the task.



Best Practices

Stop, Leek; Analyze, and Manage (SLAM) each task te
identufy, allf potenitial hazards before perferming
maintenance Work. Practice safie work habiits during the
entire task.

Consult and! follow the manufacturer's recommended safe
Work proecedures for the maintenance: task.

Tirain mIners in safe work proecedures; befere beginning
repairs.

Securely block equipmenit against all hazardeus motion at
all times while perferming malntenance Worlk.

Never travel or woerk under a raised leader bucket.

Never loesen hydraulic heses or compoenents withouit first
determining If they may be hoelding something up or
trapping pressure.
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